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Higher resolutions available for I28 and C50 encoders

I28 is the smallest encoder in Lika’s range. 
Its miniature dimensions allow it to be installed in light 
industrial applications where space is specially constricted 
such as in office equipment, electro-medical installations 
and packaging lines. I28 is now available in an extended 
range of resolutions from 100 PPR up to 2048 PPR.
This optical encoder comes in a robust 28 mm (1.1”) diame-
ter metal enclosure with 4 mm (0.157”) and 5 mm (0.197”) 
solid shaft and has a depth of 30 mm (1.18”) only. 
The digital (square wave) signals are provided via Push-Pull, 
Line Driver and Universal output circuits and cable outlet. 
I28 meets IP54 protection rate.

C50 is among the most popular incremental encoders 
from Lika Electronic. Thanks to its sturdiness, high reliabili-
ty and competitive price it has become a best-selling enco-
der. As proof of its success now it benefits of the increased 
resolution up to 8192 PPR. Because of the slim and compact 
design (50 mm / 1.97” diameter housing and 30 mm / 1.18” 
mounting depth), C50 is ideal for installation where tight 
space is a primary concern and especially for motor fee-
dback operations. Despite its small size, it is very tough. 
The standard operating temperature is extended to –40°C 
+100°C (-40°F +212°F), the protection rate is IP65. It is avai-
lable in both through hollow shaft version (from 6 mm / 
0.236” to 10 mm / 0.394” bore diameter) and 10 mm / 0.394” 
diameter 1:10 tapered solid shaft version. 
Position information is yielded in square wave format via 
Push-Pull, Line Driver and Universal output circuits. Further-
more C50 is an in-stock product available for imme-
diate delivery in several configurations (see the product 
datasheet for preferential models).

I28 is now capable of resolutions up to 2048 PPR, C50 gains 8192 PPR.
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